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Abstract 
A trace explosives detection system typically contains three subsystems: sample 
collection, preconcentration, and detection.  Sample collection of trace explosives 
(vapor and particulate) through large volumes of airflow helps reduce sampling 
time while increasing the amount of dilute sample collected.  Preconcentration of 
the collected sample before introduction into the detector improves the sensitivity 
of the detector because of the increase in sample concentration.  By combining 
large-volume sample collection and preconcentration, an improvement in the de-
tection of explosives is possible.  Large-volume sampling and preconcentration is 
presented using a systems level approach.  In addition, the engineering of large-
volume sampling and preconcentration for the trace detection of explosives is ex-
plained. 
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1.  Introduction 
Effectively employing trace detection as a method for evaluating the potential presence of explo-
sives requires a systems-level approach on a case-by-case basis.  This systems approach should 
be applied to each technology under consideration for trace detection.  Each system should, how-
ever, include three subsystems - sample collection, preconcentration, and detection.  These sub-
systems contribute to a trace detection system, as follows. 
• Sample Collection – Removes and transports sample (vapor and particulate) from a target to 
the preconcentrator.  The method of collection can be invasive, such as swiping, or noninva-
sive, such as air sampling. 
• Preconcentration – Concentrates a limited explosives sample.  The preconcentrator can take 
the form of a cotton swab, “swipe,” or a mechanical system. 
• Detection – Accepts a sample from the preconcentrator and analyzes it.  Several types of de-
tection technology are available, such as an ion-mobility spectroscopy, mass spectroscopy, 
infrared spectroscopy, etc.1 
Two of these subsystems are often overlooked: sample collection and preconcentration.  This 
lack of attention is due in part to the significant advances that have been made in detector tech-
nology and the difficulty in applying sampling and preconcentration technology to low vapor 
pressure explosives.  Despite increased detector sensitivity, sample collection and preconcentra-
tion can determine the ultimate success of a trace explosives detection system. 
During Sandia’s research and development of a trace explosives detection portal for the Federal 
Aviation Administration (FAA), much knowledge of sample collection and preconcentration was 
gained.  Sample collection and preconcentration are significant subsystems in the portal because 
the target to be screened is physically large (the entire human body) and a speedy throughput rate 
is required (6- to 8- second screening criterion) to accommodate high-volume security screening 
points such as airports.  The portal projects led Sandia to develop large-volume sampling and 
preconcentration technologies that were subsequently patented and licensed to the commercial 
sector.  In addition to hardware development, a mathematical model to describe and evaluate an 
entire trace detection system was conceptualized.  This model explains the importance of sample 
collection and preconcentration in a trace system.  The large-volume sampling and preconcentra-
tion technologies and the mathematical model have been successfully applied to other trace ex-
plosives detection systems developed by Sandia, including handheld systems and a prototype 
vehicle portal. 
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2.  Mathematical Model of Trace Detection System 
The mathematical model was formulated to support the research and development of sampling 
and preconcentration technology at Sandia.2  The model provides the basis for describing trace 
explosives detection systems and is independent of the specific sampling techniques, preconcen-
tration technology, or detector.  Through the model a relative measure of a trace explosives de-
tection system can be determined, which provides a means for comparing trace detection systems 
for similar applications. 
A trace explosives detection system will produce a signal output depending on the concentration 
of explosives reaching the detector.  The following equation shows the relationship of sample 
collection, preconcentration, and detection in a trace detection system.  This equation contains 
measurable parameters such as: 
• initial contamination level; 
• sample removal and transport from a target; 
• collection of the sample in the preconcentrator, and additional preconcentration, if appli-
cable; 
• a term accounting for flow mismatches between the detector inlet and the preconcentrator 
subsystem outlet; and  
• a proportionality term relating signal strength to concentration at the detector. 
 
 S = M0 ηr ηc C1. . .Cn (Qd / Qn) k [1] 
where, 
 S = signal output from the detector 
 M0 =  initial mass of explosives on target (vapor and/or particles) 
• Sample Collection Factors 
 ηr = fraction of mass on target that is removed from target by sample collection subsystem 
 ηc = fraction of mass removed that is collected in the preconcentration subsystem 
• Preconcentration Factors 
 C1 =  concentration gain of the 1st preconcentration stage 
 Cn =  concentration gain of the nth preconcentration stage if applicable, with each precon-
centration stage included, 1 to n 
• Detector Factors 
 Qd = inlet (sampling) flow rate of the particular detector 
 Qn = output flow rate from the final preconcentration stage 
 k = proportionality term relating signal strength to concentration at the detector 
The efficiencies for sample removal and collection must be between zero and one, 0 < ηr ≤ 1.0 
and 0 < ηc ≤ 1.0 
Although it appears that ηc is part of the preconcentration term and not sample collection, this is 
a difference between mathematical modeling and hardware operation.  With hardware, sample 
collection is a function of both the sample collection and preconcentrator.  The sample collection 
subsystem is designed to remove a sample efficiently from the target and transport the sample to 
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the preconcentrator.  The preconcentrator then traps or collects the sample for subsequent detec-
tion.  Sample collection and preconcentration must be integrated for optimum performance in a 
trace detection system. 
C1. . . and Cn define the preconcentrator performance by combining the efficiencies of adsorption 
and desorption and the ratio of the volume of flow into each stage during adsorption and out of 
each stage during desorption.3  The terms C1. . . and Cn are further defined as follows. 
 C = ηp Va / Vp [2] 
where, 
 ηp = preconcentrator efficiency 
 Va = volume of airflow that passed through the preconcentrator during the adsorption (col-
lection) phase 
 Vp = internal volume of the preconcentrator or volume into which the explosives sample 
are desorbed 
The preconcentrator efficiency, ηp, accounts for several factors associated with the preconcentra-
tor design.  These factors include explosives sample passing through the preconcentrator during 
the adsorption (collection) phase, explosives sample loss due to adsorption on cool internal sur-
faces, and molecular decomposition associated with the desorption phase in the preconcentrator. 
 The value for ηp ranges from 0 (no explosives sample delivered to the detector) to 1 (the entire 
explosives sample delivered to the detector).  Ideally ηp would be 1. 
Figure 1 indicates how the initial mass, M0, is fractionally distributed through a trace detection 
system that uses airflow for sample collection. 
Target 
M0 (1-ηr) 
1st Preconcentrator 
M0 ηr ηc 
M0 ηr (1-ηc) 
M0 ηr ηc C1 Detector or NextPreconcentrator 
 
Figure 1.  Mass Sample Distribution in a Trace Detection System 
The mathematical model demonstrates the importance of sample collection and preconcentration 
in a trace detection system.  Optimizing the sample removal, transport, collection, and delivery 
will enhance the performance of the entire trace detection system.  Sandia’s methodology of non-
invasive, large-volume sampling and preconcentration is such an effort at optimization. 
  10
3.  Large-Volume Sample Collection 
The collection of a sample in a trace detection system can be compared directly to local exhaust 
ventilation systems used in industry for contamination control, e.g., welding hoods, open vapor 
tanks, and fume hoods.  Local exhaust ventilation systems operate on the principle of capturing a 
contaminant (vapors or particles) at or near the source using a fan to induce airflow.  In a trace 
detection system, the contaminant is the explosives sample (vapor or particulate) and the source 
is the target (human body, baggage, etc.).  The local exhaust method is preferred in industrial 
applications because it is more efficient in contaminant collection and uses less horsepower in 
the fan. 
During Sandia’s development of the explosives detection portal, the concept of local exhaust 
ventilation for sample collection provided the best method for obtaining sample and delivering it 
to a detector by optimizing ηr and ηc of Equation 1.  In addition, this method of sample collection 
meets the FAA portal design criteria of minimal discomfort to the passenger, reduced impedi-
ment to traffic flow (no doors), and a high throughput rate (6 to 8 seconds per passenger). 
The similarities of a local exhaust ventilation system and a trace detection system such as San-
dia’s explosives detection portal are shown in Figure 2.  The role of the hood (portal) is to collect 
the contaminant (explosives sample) by capture and entrainment in an airflow stream and ex-
haust the contaminant through a filter (preconcentrator).  The fan for both provides the airflow 
through the hood/portal, duct, and filter/preconcentrator. 
 
Figure 2.  Local Exhaust System 
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Hood designs vary in their physical configurations.  The hood configuration will depend on the 
target and sample to be collected.  Hood designs fall into two general categories: closed and 
open.  Closed hoods are those designs that completely or partially enclose the target.  Open 
hoods are located near the target without enclosing.  Figure 3 shows examples of the hood cate-
gories. 
Two factors must be considered when designing a hood.4,5  First, capturing and transporting a 
sample will depend on the exhaust flow into the hood.  Second, the airflow toward the hood 
opening must be sufficient to control the sample until it reaches the hood.  The measures of 
transport and capture are capture velocity and face velocity, defined as follows. 
Capture Velocity – Minimum air velocity required to capture and transport a sample into the 
hood. 
Face Velocity – Air velocity at the hood opening. 
  
 Closed Open 
Figure 3.  Closed and Open Hoods 
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Figure 4 shows the location of the capture and face velocities for an open hood. 
 
Figure 4.  Capture and Face Velocities 
The volumetric flow rate, Q, for the local exhaust system is then defined as follows. 
 Q = Vf A [3] 
where, 
 Vf = average velocity of hood face 
 A = cross-sectional area of hood 
Capture velocity is important when applying local exhaust ventilation to trace detection.  Cap-
ture velocities typically range from 50 to 2000 feet per minute (fpm).  The variability in capture 
velocity depends on several factors including: hood design (closed or open), type of sample to be 
collected (vapor or particulate), size and mass of sample, background air motion, and engineer-
ing judgment. 
In addition to determining the capture velocity, understanding the principles of air movement are 
important.  Figure 5 shows a fan with equal face velocities at the entrance (exhausting) and exit 
(blowing).  In the blowing air stream at a distance of 30 outlet diameters, the velocity is ap-
proximately 10 percent of the face velocity and the airflow is directional.  For the inlet flow, 
however, the distance is only one inlet diameter at 10 percent face velocity and the airflow is 
unidirectional.  This shows the difficulty in influencing air movement by exhausting. 
Capture velocity for an open hood with a rectangular inlet can be estimated using Equations 4 
or 5.4 
Rectangular hood exhaust, Vc = Q / (10 X² + A) [4] 
with baffles or flanges, Vc = Q / .75 (10 X² + A) [5] 
where, 
 Vc = capture velocity at distance X 
 X = distance from hood face to target 
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Figure 5.  Exhausting versus Blowing 
Rearranging Equations 4 and 5 to solve for Q shows that to maintain the same capture velocity at 
twice the distance (for example), Q quadruples.  This further indicates the importance of locating 
the target and hood as close as possible.  A better approach is to enclose the target, if appropri-
ate, with a closed hood to improve sample collection.  If enclosing the target is not possible, add-
ing baffles or flanges parallel to the hood face can increase the capture velocity by 
approximately 25 percent by reducing airflow from behind the hood. 
Applying Equation 5 to an example illustrates the effect on capture velocity and distance from 
the hood face.  Figure 6 shows the example hood with a face opening of 6 inches by 12 inches 
and a face velocity of 3000 fpm.  Figure 7 shows the resulting capture velocities as a function of 
distance, X. 
 
Figure 6.  Open Hood with Baffles 
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Figure 7.  Capture Velocity versus Distance from Hood Face 
In Figure 7, at 8 inches from the hood face, the capture velocity is 300 fpm or 10 percent of the 
face velocity.  At this capture velocity, a sample released into a high airflow (e.g., spray paint-
ing) could be collected.  At a distance of 12 inches, the capture velocity is 140 fpm and only a 
sample released into a low airflow (e.g. welding, plating) could be collected.  To obtain these 
capture velocities, however, a fan system that will exhaust 1500 cubic feet per minute (cfm) 
would be required.  At this exhaust flow and a moderate system pressure drop (7 inches of static 
pressure) through the hood, duct system, and filter, a 5-horsepower fan would be required.  This 
example demonstrates the importance of localizing or enclosing the target to enhance sample 
collection and minimize fan power requirements. 
In a local exhaust ventilation system, the contaminant typically does not have a high velocity 
during its production; therefore, the airflow generated by the exhaust system can entrain and 
transport the contaminant easily.  This is where the local exhaust ventilation system and trace 
detection system differ in their sample collection requirements.  To dislodge an explosives sam-
ple (particulate) from a target requires external agitation.  Because agitation applies momentum 
to the explosives sample, design considerations must be made in the sample collection system for 
trace detection.  The factors include type of sample (small or large particles), velocity of the 
sample, background airflow, and hood design. 
Sandia’s explosives detection portal uses a patented sample collection method based on a modi-
fied open hood design called push-pull.6,7  The portal sample collection system takes advantage 
of the airflow characteristics of exhausting and blowing shown in Figure 5.  Figure 8 shows the 
airflow within the portal.  Air curtain fans in the ceiling blow (push) directional airflow (blue 
arrows) over the body.  Puffers in the wall (red arrows) provide external agitation to remove ex-
plosives sample.  The removed explosives sample is entrained in the blowing airflow and carried 
to the floor where the unidirectional exhaust (green arrows) collects (pulls) the sample.  With 
this collection method, washout through the portal’s entrance and exit planes has been mini-
mized.  In addition, this method of sample collection has proved to be successful for collecting 
both explosives vapor and particulate with minimal fan horsepower. 
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The airflows within the portal have been designed to cover the complete body from head to feet. 
Sandia has demonstrated that the sample collection efficiencies between the head, body, and feet 
with this design are nearly identical.  Therefore, if explosives are located at the head, body, 
and/or feet the portal can remove and collect samples.  Because explosives may be located any-
where on a person, complete sampling of the body is required to enhance the probability of ex-
plosives detection. 
For industrial application the typical volumetric air flows for local exhaust ventilation systems 
can range from hundreds to thousands of cfm.  In the trace detection systems for which Sandia 
has applied the local exhaust method, large-volume sample collection has spanned from tens to 
hundreds of cfm.  Compared to industrial applications, the Sandia systems have volumetric air-
flows several orders of magnitude lower.  However, relative to typical sampling techniques for 
trace detection systems, these airflows are orders of magnitude larger. 
Sandia has learned from developing the explosives detection portal that in addition to large-
volume sampling to capture and transport a sample, large total volumes of air are required to ob-
tain a minute explosives sample.  The low concentrations of trace explosives, however, in the 
large-volume sampling airflow make direct detection difficult.  Sandia has incorporated precon-
centration in the large-volume sampling stream to increase concentration levels and make detec-
tion of very dilute explosives sample possible. 
 
 
Figure 8.  Push-Pull Airflows in Sandia Portal 
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4.  Preconcentration 
Sandia’s large-volume preconcentrator is a mechanical system used to concentrate limited explo-
sives samples.  From a large-volume airflow, the preconcentrator adsorbs explosives sample (va-
por or particulate) at room temperature.  The adsorbing surface is then heated to desorb the 
explosives sample into low-volume airflow stream for delivery either to a detector or another 
preconcentration stage.  Concentration of the explosives sample occurs because the explosives 
sample contained in the large volume prior to adsorption is now contained in a smaller volume 
after desorption.  Equation 2 shows the relationship between concentration and volumes. 
Figure 9 shows the operation of a large-volume preconcentrator.  In Step 1, the preconcentrator 
intakes the large-volume airflow from the sample collection subsystem.  Entrained in this airflow 
are minute amounts of explosives.  In Step 2, the preconcentrator adsorption surface is heated to 
vaporize the collected and concentrated explosives sample into a low-volume airflow to the de-
tector. 
Explosives 
low-volume
airflow to
detector
Explosives  
large-volume 
airflow
Step 2:
•Preconcentrator Heated
•Explosive Released to  
Detector
Preconcentrator
Step 1: 
• Explosives Trapped
Preconcentrator
 
Figure 9.  Large-Volume Preconcentrator Operation 
The preconcentrator is a critical subsystem in a trace detection system because of its ability to 
collect small amounts of explosives from a large airflow.  Without preconcentration the amount 
of material available to detect would be well below the limits of detection for many detectors.  In 
addition, the preconcentration serves as an impedance-matching device between the large-
volume airflow of the sampling system and the low-volume airflow to the detector.  The re-
quirements of a large-volume preconcentrator include: 
• Inlet airflow to preconcentrator matched to outlet airflow of large-volume sampling 
• Minimal pressure drop during large-volume adsorption, which reduces fan horsepower 
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• Minimal pressure drop during low-volume desorption, which reduces restriction to the detec-
tor inlet 
• Minimal internal volume, which maximizes concentration, C, in Equation 2 
• Efficient at absorbing and desorbing explosives, which maximizes, ηp, in Equation 2 
• Desorb rapidly, which maximizes output concentration pulse 
• Cycle quickly between adsorption and desorption, which maximizes system throughput 
• Cost effective, easily maintained, and robust 
Sandia has designed, fabricated, tested, and patented preconcentrators that meet these require-
ments.8,9,10  These preconcentrators have been or are being used in several trace detection sys-
tems.  Figure 10 shows the inlet size range of preconcentrators that have been developed.  
Table 1 indicates the large-volume airflows through the preconcentrators and approximate con-
centration factor. 
 
Figure 10.  Sandia Large-Volume Preconcentrators (Inlet sizes: 9-inch, 6-inch, 2-inch) 
Table 1 shows that the large-volume airflows are approximately the same as the airflows previ-
ously described in sample collection.  Matching output and input airflow optimizes the subsys-
tem integration.  By combining large-volume sampling and preconcentration, the ability to detect 
trace explosives has been significantly enhanced. 
Table 1.  Characteristics of Sandia Preconcentrators 
Inlet Sizes inches Large-Volume Airflow cfm Concentration 
2 120 ∼1,400 
6 320 ∼3,800 
9 680 ∼140,000* 
*  Concentration ratio based on 2nd stage preconcentrator 
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5.  Conclusion 
The importance of sampling and preconcentration at a systems level was presented using a 
mathematical model.  Background for local exhaust ventilation systems was provided, as well as 
its application in trace explosives detection systems.  It was shown that large-volume sampling is 
necessary in the collection and transport of sample.  Finally, when large-volume sampling and 
preconcentration are integrated, the trace detection of explosives is greatly enhanced. 
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